
502 

14 CFR Ch. I (1–1–13 Edition) § 25.1360 

(c) Each resettable circuit protective 
device must be designed so that, when 
an overload or circuit fault exists, it 
will open the circuit irrespective of the 
position of the operating control. 

(d) If the ability to reset a circuit 
breaker or replace a fuse is essential to 
safety in flight, that circuit breaker or 
fuse must be located and identified so 
that it can be readily reset or replaced 
in flight. Where fuses are used, there 
must be spare fuses for use in flight 
equal to at least 50% of the number of 
fuses of each rating required for com-
plete circuit protection. 

(e) Each circuit for essential loads 
must have individual circuit protec-
tion. However, individual protection 
for each circuit in an essential load 
system (such as each position light cir-
cuit in a system) is not required. 

(f) For airplane systems for which 
the ability to remove or reset power 
during normal operations is necessary, 
the system must be designed so that 
circuit breakers are not the primary 
means to remove or reset system power 
unless specifically designed for use as a 
switch. 

(g) Automatic reset circuit breakers 
may be used as integral protectors for 
electrical equipment (such as thermal 
cut-outs) if there is circuit protection 
to protect the cable to the equipment. 

[Doc. No. 5066, 29 FR 18291, Dec. 24, 1964, as 
amended by Amdt. 25–123, 72 FR 63405, Nov. 8, 
2007] 

§ 25.1360 Precautions against injury. 
(a) Shock. The electrical system 

must be designed to minimize risk of 
electric shock to crew, passengers, and 
servicing personnel and to mainte-
nance personnel using normal pre-
cautions. 

(b) Burns. The temperature of any 
part that may be handled by a crew-
member during normal operations 
must not cause dangerous inadvertent 
movement by the crewmember or in-
jury to the crewmember. 

[Amdt. 25–123, 72 FR 63406, Nov. 8, 2007] 

§ 25.1362 Electrical supplies for emer-
gency conditions. 

A suitable electrical supply must be 
provided to those services required for 
emergency procedures after an emer-

gency landing or ditching. The circuits 
for these services must be designed, 
protected, and installed so that the 
risk of the services being rendered inef-
fective under these emergency condi-
tions is minimized. 

[Amdt. 25–123, 72 FR 63406, Nov. 8, 2007] 

§ 25.1363 Electrical system tests. 
(a) When laboratory tests of the elec-

trical system are conducted— 
(1) The tests must be performed on a 

mock-up using the same generating 
equipment used in the airplane; 

(2) The equipment must simulate the 
electrical characteristics of the dis-
tribution wiring and connected loads to 
the extent necessary for valid test re-
sults; and 

(3) Laboratory generator drives must 
simulate the actual prime movers on 
the airplane with respect to their reac-
tion to generator loading, including 
loading due to faults. 

(b) For each flight condition that 
cannot be simulated adequately in the 
laboratory or by ground tests on the 
airplane, flight tests must be made. 

§ 25.1365 Electrical appliances, motors, 
and transformers. 

(a) Domestic appliances must be de-
signed and installed so that in the 
event of failures of the electrical sup-
ply or control system, the require-
ments of § 25.1309(b), (c), and (d) will be 
satisfied. Domestic appliances are 
items such as cooktops, ovens, coffee 
makers, water heaters, refrigerators, 
and toilet flush systems that are 
placed on the airplane to provide serv-
ice amenities to passengers. 

(b) Galleys and cooking appliances 
must be installed in a way that mini-
mizes risk of overheat or fire. 

(c) Domestic appliances, particularly 
those in galley areas, must be installed 
or protected so as to prevent damage or 
contamination of other equipment or 
systems from fluids or vapors which 
may be present during normal oper-
ation or as a result of spillage, if such 
damage or contamination could create 
a hazardous condition. 

(d) Unless compliance with § 25.1309(b) 
is provided by the circuit protective 
device required by § 25.1357(a), electric 
motors and transformers, including 
those installed in domestic systems, 
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